FT 1206f

SILICONE INSULATED AND/OR SHEATHED
WIRES AND CABLES WITH REINFORCING BRAID

SILICABLE® 200°C

Silicone insulation
with fibreglass braid
UL approval 3 2 |
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1 = Bare copper, tin-plated, nickelplated or silverplated core.
2 = Insulation: Silicone rubber.
3 * Reinforcement: Coated fibreglass braid.

Characteristics
General

* Continuous operating temperatures:
-60°C to +200°C.

* Good resistance to thermal shock and UV.

Style no. 3122 3071 3513 3645
Approval (M200°c-300 V1) 200°C - 600 V) /200°C- 600 V\  /200°C - 1000 V)

Electrical " Nominal r/;verage Nomincﬁ V/;veroge Nominmrgvemge Nominm V/{veruge Nominal
* Rated VOInge: as per sfy\e no. cross-section thickness of ~ diameter® thickness of ~diameter*  thickness of ~diameter* thickness of ~ diameter®
insulation insulation insulation insulation
* Test voltage: 10 x Rafed voltage. AWG  (mm?) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)
2 0.13 038 15 - - - - 114 31 |
2 0.22 038 17 1.14 32
Standard proclucts 22 0.34 038 1.9 - - - - 114 35
! ' ’ - 05 038 20 - - 076 28 114 37
. All colours m;ludmg two-coloured. 20 e 038 o ) ) e g =T g
* Stranding of conducting cores: contfact us. - 075 0.38 22 - - 0.76 30 1.14 40
18 0.93 038 23 0.76 31 076 31 114 41
- 1 038 24 076 3.2 076 32 114 42
Approvals - standards 16 1.34 0.38 2.6 0.76 36 0.76 36 1.14 43
- 15 038 27 076 37 076 37 114 45
* UL approval as per standard UL 758 - 14 - - - 076 40 076 40 1.4 48
File no.: E101965. - 25 - 5 076 4 076 4 114 49
iy B 12 - - - - - 076 45 114 5.1
* "Horizontal flame test” as per UL approval. ; 4 ) ) ) ) O e 1.0 54
* Halogendree: IEC 60754-1 / EN 60754-1. 10 - - - - - 1.14 5.8 1.14 58
- 6 - - - - 114 60 1.14 60
L. 8 - - - - - 114 66 1.52 73
Apphcqhons . 10 . - - : 1.52 80 152 8.0
6 - - - - - 1.5 8.9 1.52 89
* Cabling for household electrical heating appliances, i 16 - - - - 1.52 95 1.52 9.5
) X . - - - - - 152 107 1.52 10.7
- ro‘ra‘hng‘mochlnes, lighting. ) °F ) ) ) ) 75 " 15 10
* Industrial cabling in hot atmospheres. 2 35 - - - - 152 1.9 152 1.9
1 - . - - 5 203 14.4 203 14.4
. - 50 - - - - 203 151 203 15.1
Options 1/0 - - - - - 203 15.6 203 156
2/0 70 - - - - 203 165 203 165
* Approval CSA as per standard 3/0 - - - - - 203 18.2 203 18.2
C22.2 No. 210 - - 95 - - - - 2.03 18.4 203 18.4
) ) ) 4/0 - - - - - 241 205 203 197
File no.: 1L84986: contact us. . 120 . ] . . o 20.0 203 201
* Fixture wires (Ref. SF-1 or SF-2 or SFF-1 or SFF-2): contact us. 250MCM - - - - - 241 217 2.41 217
* Other nominal cross-sections: contact us. - 150 . . . . el 224 &l 24
k 300MCM 5 - - - - 241 2.6 241 236
© Other sfyle nos. ovcnloble: sfyle nos. 3074, 3075, 350MCM 185 - . - B 241 24.6 2.41 2.6
3125, 3126, 3144, 3145, 3172, 3209. 400MCM - : E : = 241 256 241 256
* Vertical flame test VW-1 for style no. 3513 and 3122: FOREN 2 ) ) . ) i’ e gﬂ ggg
contact us. - 300 - - - - - - 2.79 30.7
500MCM - ; - - - . . 279 313
700MCM - - - - - - - 2.79 332
750MCM 400 - - - 5 B - 279 34.2
Conducting metal B*CDEF*G B*CDEF*G B*CD B*CDEF*G
- v AN P -
KEY
. Conducting mefals
For this producf, p|eose contact: B Tin-plated copper AWM I A Internal wiring, not subject fo mechanical abuse
B* Tin-plated copper (o > 0.38 mm) | AWM I A/B  Internal wiring
OMERIN division principa|e [ﬁ (D: Elickehlabﬁzd copper AWM Il A/B External or Infernal wiring
Zone Industrielle - F 63600 Ambert E N‘i\;igf ated copper NS Nof Specified
Tel. +33 (0)4 73 82 50 00 - Fax +33 (0)4 73 82 50 10 F Bare copper VNS Voliage Not Specified

omerin@omerin.com

OMERIN division silisol [
BP 87 - ZI du Devey - F 42000 Saint-Efienne
Tel. +33 (0)4 77 81 36 00 - Fax +33 (0)4 77 81 37 00

silisol@omerin.com

omMmerim

LES CABLES DE L'EXTREME

F* Bare copper (o > 0.38 mm)
G Nickelplated copper 27 %

* The diameter is provided for information purposes as it may vary depending on the stranding of the core.
Only the average thickness of insulation should be taken info account.

www.omerin.com

The information provided in this technical data sheet is indicative and may be modified without prior notice, laying, wiring and electrical conditions and the environment of the
cable can not be fully considered in our studies. In some cases, for production purposes, a separating tape may be added between two successive layers. In no way the company
OMERIN shall be held responsible for any incidents in the case of inappropriate uses, particularly in the case of wiring conditions that do not respect the good practice and
the standards in force. For an opfimum use of the cables produced by our company, we recommend testing in real conditions. Our sales department is available for a possible
provision of samples, and/or for the conditions of a complete study in our laboratories.® Registered trademark of the OMERIN Group. Drawings and photos are not contractual.
Reproduction is prohibited without the prior agreement of OMERIN.
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