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1 • Flexible bare copper core – class 5 as per IEC 60228.
2 • Insulation: PVC - type TI3 - NF C 32-525-1 / NF EN 50525-1 / EN 50363-3.

H I G H  T E M P E R AT U R E  W I R E S  A N D  C A B L E S 
F O R  T H E  G E N E R A L  M A R K E T  •  S E C T I O N  I I : 
F L U O R O P O LY M E R S  A N D  T H E R M O P L A S T I C S

Characteristics 
 General
  • Continuous operating temperatures: -30 °C to +105 °C.
  • Very good flexibility. 
  • Good alternate bending strength.
  • Easy stripping and separating of conductors.
 Electrical
  • Rated voltage: 300 V.
  • Test voltage: as per standard UL 758.

Standard products
 • Standard insulation colour: white.
 • Identification by marking on one of the two conductors.

1 • Flexible bare or tin-plated copper core.
2 • Insulation: PVC 105 °C.

For this product, please contact:

OMERIN division principale o
Zone Industrielle - F 63600 Ambert

Tel. +33 (0)4 73 82 50 00 - Fax +33 (0)4 73 82 50 10
omerin@omerin.com
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Approvals - standards  
• UL approval as per standard UL 758 -

File no.: E101965.

Applications  
• Internal cabling for electric, 

electronic, audio and video appliances.

Options
• Identification using a coloured longitudinal 

stripe on one of the two conductors: contact us.
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F L E X I B L E  C O R E I N S U L AT E D  C A B L E 

Nominal outer 
dimensions 

(mm)
a                                    b

Approximate 
linear weight

(kg/km)
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 T H E R M O P L A S T I C  I N S U L AT E D  W I R E S  A N D  C A B L E S

PLASTHERM® Style 20199
2-conductor flat cable
105°C PVC insulation

UL approval
-30 °C to +105 °C

Maximum linear 
resistance at 20 °C 

(Ω/km)
(bare copper core)

Nominal 
stranding

Nominal 
cross-section 

AWG             (mm²)

a

b

Style 20199

PLASTHERM 105C 300V 20199   AWM 

FT 2205c


