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Calculations based on methods issued from IEC 60287 standard.

1 single cable in free air without heat source in the surrounding environment.
DC or AC supply (F ≤ 60 Hz).

SILICABLE® ECSPRI
(Maximum temperature of core : +90 °C)

The information provided in this document is indicative. Laying, wiring and electrical conditions and the environment of the cable can not be fully considered in our studies.
In no way OMERIN SAS shall be held responsible for any incidents in the case of inappropriate uses, particularly in the case of wiring conditions that do not respect the good practice and the 
standards in force.
For an optimum use of our cables, we recommend testing in real conditions. Our sales department is available for a possible provision of samples, and/or for the conditions of a complete study in our 
laboratories.
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Calculations based on methods issued from IEC 60287 standard.

1 single cable in free air without heat source in the surrounding environment.
DC or AC supply (F ≤ 60 Hz).

SILICABLE® ECSPRI
(Maximum temperature of core : +110 °C)

The information provided in this document is indicative. Laying, wiring and electrical conditions and the environment of the cable can not be fully considered in our studies.
In no way OMERIN SAS shall be held responsible for any incidents in the case of inappropriate uses, particularly in the case of wiring conditions that do not respect the good practice and the standards 
in force.
For an optimum use of our cables, we recommend testing in real conditions. Our sales department is available for a possible provision of samples, and/or for the conditions of a complete study in our 
laboratories.
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Calculations based on methods issued from IEC 60287 standard.

1 single cable in free air without heat source in the surrounding environment.
DC or AC supply (F ≤ 60 Hz).

SILICABLE® ECSPRI
(Maximum temperature of core : +180 °C)

The information provided in this document is indicative. Laying, wiring and electrical conditions and the environment of the cable can not be fully considered in our studies.
In no way OMERIN SAS shall be held responsible for any incidents in the case of inappropriate uses, particularly in the case of wiring conditions that do not respect the good practice and the standards 
in force.
For an optimum use of our cables, we recommend testing in real conditions. Our sales department is available for a possible provision of samples, and/or for the conditions of a complete study in our 
laboratories.


