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PM-CARE  2V-CUP
  2 - L U M E N S  R I G I D  H Y S T E R O G R A P H Y  A N D  H Y S T E R O S O N O G R A P H Y  C AT H E T E R  W I T H  C U P

The PM-CARE® 2V-CUP 2-lumens rigid hystero catheter with cup is used to perform hysterography and 
hysterosonography, as well as methylene blue tests.

A D V A N TA G E S
• The bell-shaped cup is centred on a central core for perfect adhesion  
 of the device, the suction cup function is obtained by applying progressive vacuum.
• The radiologist can use the rigid and malleable manipulator to manipulate the uterus.
• The two lumens can be obturated using a Luer lock valve. The mobile graduated tube enables 
 injections to be performed at the desired location. 

The information provided on this data sheet is indicative and subject to change without notice. PRINCE MEDICAL SAS shall not be held responsible for any incidents resulting from inappropriate use, failure 
to comply with the rules and regulations in force, or failure to follow the instructions for use provided. Medical devices sold by PRINCE MEDICAL SAS should only be used by a duly qualified practitioner 
or authorised person.
® Registered trademark of PRINCE MEDICAL SAS. Drawings and photos are not contractually binding. Reproduction is prohibited without the prior consent of PRINCE MEDICAL SAS.
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G Y N A E C O L O G Y / H Y S T E R O G R A P H Y  A N D  H Y S T E R O S O N O G R A P H Y

A B O U T  T H I S  M E D I C A L  D E V I C E

  1st  release date  2012
  Single use  Yes
  Class  Is
  Sterile  Yes
  Sterilisation method Ethylene oxide sterilisation
  Contains latex No
  Lifetime  5 years
  Certification  CE
  Packaging Box of 5 units in individual sterile wrapping
  Storage  In its original box in a cool and dry place 

Is

A V A I L A B L E  R E F E R E N C E ( S )

 Reference Catheter diameter Available cup sizes Length 
  (mm / Fr) (mm) (mm)  
   
 PS3460845 2.80 / 8.5 23, 28 et 35 400 
   (3 sizes provided) 
 PS4292340 2.80 / 8.5 23 400 
 PS4292840 2.80 / 8.5 28 400 
 PS4293540 2.80 / 8.5 35 400
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