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PM-LIFE  TRANS SET
E M B R Y O  T R A N S F E R  S E T E

The information provided on this data sheet is indicative and subject to change without notice. PRINCE MEDICAL SAS shall not be held responsible for any incidents resulting from inappropriate use, failure 
to comply with the rules and regulations in force, or failure to follow the instructions for use provided. Medical devices sold by PRINCE MEDICAL SAS should only be used by a duly qualified practitioner 
or authorised person.
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M A R / I N T R A U T E R I N E  I N S E M I N A T I O N

The PM-LIFE® TRANS SET embryo transfer set is used to transfer fertilised embryos “in vitro” into the 
uterine cavity during a medically assisted reproduction (MAR) procedures.

S E T  C O M P O N E N T S :
• An insertion catheter. Reference PS3800317 is composed of an “olive” form tip for atraumatic and 

reliable introduction into the cervix, especially in difficult anatomical conditions.
• An embryo transfer catheter.
 

A B O U T  T H I S  M E D I C A L  D E V I C E

  1st  release date  2002
  Single use  Yes
  Class  Is
  Sterile  Yes
  Sterilisation method Sterilised via gamma radiation
  Contains latex No
  Lifetime  5 years
  Certification  CE
  Packaging Box of 10 units in individual sterile wrapping
  Storage  In its original box in a cool and dry place

Is
0459

A V A I L A B L E  R E F E R E N C E ( S )

          INTRODUCTORY CATHETER       TRANSFER CATHETER
 Reference Diameter Useful Olive Outer Inner Excess of Diameter Useful 
   length  diameter diameter the transfer  of the length
      / volume catheter transfer 
  (mm / Fr) (mm)  (mm / Fr) (mm / ml) (mm) (mm / Fr) (mm)
  
 PS1310517 2.0 / 6 160 - 1.5 / 5 1.1 / 0.20 30 1.5 / 5 190 
 PS1300317 1.6 / 5 175 - 1.0 / 3 0.6 / 0.10 28 1.0 / 3 203
 PS3800317 1.6 / 5 175 Yes 1.0 / 3 0.6 / 0.10 57 1.0 / 3 232

O L I V E
Enables atraumatic and 

reliable insertion


